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TANK SPECIFICATION CHART

Capacity LITERS 1000 1500 2000 2500 3000 4000 5000
Inner Diameter MM 970 11230 1420 1600 1600 1700 1960
Outer Diameter MM 1070 1360 1550 1760 1760 1960 2200
Height MM/INCH | 1750/ 70 | 1750/70 | 1800/72 [1800/72 | 2260/90 | 2550/102 | 2300 /92
Lid Diameter MM /INCH 420 /16.5 |F4207/81655RIR5307/8208 | 530 /21 530/ 21 530/ 21 1050 / 42
Inlet Connection MM /INCH 25/1 25/81 25781 25/ 1 25/1 2578 25/41
Overflow Connection| MM /INCH 25/1 25/1 25/8 25/1 25/1 25/81 25/°1
Outlet Connection MM /INCH 40/ 1.5 40/ 1.5 40/ 1.5 40/ 1.5 40/ 1.5 40/ 1.5 40/ 1.5
Drain Connection MM /INCH 40/ 1.5 40/ 1.5 40/ 1.5 40/ 1.5 40/ 1.5 40/ 1.5 40/ 1.5
Disclaimer: Inlet and outlet connections can be customized according to customer requirement.
Property Standard Value
Overall Core Density DINENISO 845 | 40kg/m?
Compressive Stress DIN 53421 0.12 n/mm? INSULTATIONS
Compression DIN 53421 10%
Water Absorption DIN 53428 <2% n = B ASF
Dimensional Stability DIN 53431 Max 0.1%
At -30° Celsius
At + 80° Celsius
Thermal Conductivity DIN 52612 0.019 W/mk
TANK SIZE AND LIST PRICE
Lit TROPINOX SILVINOX
ILSs (Duplex 2205) (Titanium, 316Ti)
1000 392,859 ¥ 88,659
1500 % 1,23,859 1,17,659
2000 % 1,49,859 %1,42,659
2500 %1,77,859 %1,67,659
3000 % 2,03,859 % 1,94,659
4000 % 2,46,859 32,354,659
5000 % 2,88,859 % 2,75,659

Terms & Conditions:
1.GST Extra 18%
2. Prices are subject to change without prior notice.




6 LAYER TECHNOLOGY

Water Inlet -

INner Layer ---------------

2205 Duplex Grade
Stainless Steel.

Third Layer -------r-----
Nitrile Thermal Insulation
(+110 Deg C to—180 Deg C)
EN 12667 (DIN 52612)

FifthiEayepees——

Puff Insulation,
Density 35Kg/m?,
DIN EN 1SO 845

High Strength  -----------

Heavy Duty Stainless
Steel Stand
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----------- Second Layer

Temperature Resistant
Surface Tolerant Seal Coating
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FG Clad Fire Resistance
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Stainless Steel 304
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Purever Technix LLP

Corporate Address : #171, Ground Floor, Vaishali, Pitampura, Delhi-88
Correspondence Address : #1669, 1st Floor, Sector- 46, Gurgaon
Email : sales@purever.in | Web: www.purever.in

Toll Free No.: 1800-120-6232
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